
VESTA™ MD-T tank washing heater control
panel:

Scope of supply specified according to each
individual tank washing heater system.

� Electro-pneumatic operation.

� Easy to install, user-friendly and easy to 
service

� Reliable and well known OEM 
components. 
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Description

The control panel for the VESTA™ MD-T

tank washing heater is dimensioned

according to each individual installa-

tion. The equipment is electro-pneuma-

tically operated.

The washing water outlet temperature

is governed by a PT100 temperature

sensor, and a 4-20 mAmp signal is gen-

erated by a transmitter and used to

control the steam supply to the heater

to maintain an invariably constant was-

hing water temperature. The tempera-

ture is displayed on the controller loca-

ted in the cargo pump room.

Maintaining a steady temperature ensu-

res the best possible tank cleaning with

minimal energy consumption and pro-

tects against deposits in the heat

exchanger.

The 4-20 mAmp signal is today's stan-

dard in the industry.

The condensate level is controlled by

measuring the electrical resistance bet-

ween two electrodes. Precise control

ensures maximum condensate cooling,

enhances efficiency and thus energy

consumption.

The controller is used to operate the

condensate valve and is provided with

alarms for low and high condensate

levels as well.

Steam and condensate valves are suppli-

ed as a unit with an intrinsically safe

positioner. A pneumatic air filter/regula-

tor and an actuator are pre-mounted

for easy installation.
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